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CONFIGURATION N° 1: GB 750 BASIC VERSION
 Max. capacity 750 Kg / 1650 lb
 Max. telescopic extension 1.960 mm / 6.43'
 Winch: no

ELECTRO HYDRAULIC CRANE MODEL GB 750 TR
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Complessivo:

Tipo MODIFICHE:
Sostituisce il

Modificato

Modificato

Modificato

Disegno N. :

Disegnat.Scala

Controll.

Visto

Modific.

J. Tranchero
J. Tranchero
J. Tranchero
J. Tranchero

22 - 04 - 2020

00 - 00 - 2007

00 - 00 - 2007

00 - 00 - 2007

31.00.070.19

ELECTRO HYDRAULIC CRANE
MODEL GB 750 TR
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CONFIGURATION N° 2: GB 750 BASIC VERSION + OPTION SP002 /SP003
 Max. capacity 750 Kg / 1650 lb
 Max. telescopic extension 2.460 mm / 8.07'
 Winch: no
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CONFIGURATION N° 3: GB 750 BASIC VERSION + OPTION VD000 / VD001
 Max. capacity 750 Kg / 1650 lb
 Max. telescopic extension 1.960 mm / 6.43''
 Winch: Yes

50°

MOVEMENTS

1) Proportional hydraulic movement of front/rear traction
    controlled by controle panel

2) Proportional hydraulic movement of lift /descent main arm
    controlled by controle panel  and by wireless remote control

3) Proportional hydraulic movement of exit/return telescopic arm
    controlled by controle panel  and by wireless remote control

4) Proportional hydraulic movement of left /right main arm rotation
    controlled by controle panel  and by wireless remote control

5) Proportional mechanical movement of left /right steering
    rotation controlled by hands

6) Proportional hydraulic movement of lift /descent winch rope
    controlled by controle panel  and by wireless remote control
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